
KT500S
DISPOSITIVO DI TRACCIAMENTO 
AUTOALIMENTATO

MADE IN ITALY

Unità di bordo di radiolocalizzazione autoalimentata, a lunga durata e di semplice installazione, basata su sistema di 

comunicazione SigFox e localizzazione tramite satellitare (GNSS) e rete WiFi. 

Impiegabile come localizzatore autonomo o come back-up del sistema di sicurezza primario (allarme elettronico di bordo 

o satellitare), con ampi campi d’applicazione con opportuni accorgimenti installativi può efficacemente essere utilizzato su 

veicoli per trasporto di persone e merci, macchine operatrici, macchine movimento terra (MMT), auto, furgoni, persone, 

asset aziendali e attrezzature da cantiere. 

Il dispositivo consente, su rete SigFox, l’invio periodico di messaggi relativi al proprio stato e posizionamento tramite base 

cella (SigFox), sistema satellitare (GNSS) e rete locale WiFi. 

E’ possibile visualizzare la posizione del veicolo/bene su web e chiamare la Centrale Operativa per emergenza. 

Il recupero sul furto è gestito direttamente dalla Centrale Operativa.

• Massima sicurezza per il recupero 
   di veicoli e asset rubati o smarriti
• Non jammerabile
• 3 sistemi di localizzazione (Sigfox, WI-FI, GPS)

• Facile da installare
• Utilizzabile in autonomia o come 
  backup di altri dispositivi antifurto
• Autonomia di lunga durata

Moto Auto Veicoli
commerciali
(Fino 3,5 T)

Camion Trattori
(Sopra le 3,5 T)

Rimorchi
Semirimorchi

Trasporto
valori

Trasporto
Pubblico
privato

Mezzi
Raccolta

Mezzi
Movimento

terra

Container Logistica Asset



Ingombri

Peso

Autoalimentato con batteria Li-Ion integrata tipo 2x ER14505M

Consumo di base (Standby)

Grado di Protezione IP

Durata media batteria (in funzione della configurazione e modalità di utilizzo)

Caratteristiche Tecniche
144 x 36 x 20

110 gr.

3,6 V - 4,4 Ah

< 10 µA

67

3/4 anni

Architettura Generale del Sistema
Il sistema include le seguenti sezioni:

Modulo
di Comunicazione
SigFox integrato

Modulo
di Localizzazione 
Satellitare (GNSS)

Modulo  
di Rilevamento Reti
SigFox e WiFi

Accelerometro 
a 3 assi

Batteria 
interna Li-Ion
primaria
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Descrizione
- Ricevitore GNSS (multicanale con rapida riacquisizione dei satelliti)

categoria 3 in accordo con lo standard ETSI 300 440-1-Par.4.1.1

Frequency band(s) of operation: GPS/GLONASS Receiver 
Operating frequency (GPS):  1575.42 MHz (GPS)
Operating frequency (GLONASS): 1592.0   MHz (GLONASS)
Type of antenna:   Internal Patch antenna (ceramic)

- Base cella SigFox
- WiFi 

- SigFox Transceiver 

Frequency band(s) of operation: ISM 868 Europe  
Operating frequency:  868.130  MHz - Uplink TX
    869.525 MHz - Downlink RX
RF output power:   +14dBm
Typer of antenna:    Internal antenna (ceramic)
Equipment class:   The SigFox transreceiver is SIGFOX VERIFIED 
    and the ETSI are completed

- Comunicazione Radio a corto raggio WiFi (2.4GHz nativa e integrata)

Frequency band(s) of operation: Single band 2.4 GHz  
    IEEE 802.11 b/g/n 1X1 WiFi transreceiver    
Operating frequency:  2412 > 2484 MHz (channels 1 > 14)
RF output power:   802.11 b/g >  +20dBm
    802.11 n    >   +16dBm
Typer of antenna:    Embedded SMD ceramic chip antenna 
Equipment class:   FCC fully qualified FCC  
    ID: 2ABPY-5B9198 / CE qualified 
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DI LOCALIZZAZIONE

SISTEMA
DI COMUNICAZIONE
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Come Ordinare
KT500S: KT500S
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Self-powered, long-lasting and easy-to-install radiolocation on-board unit based on SigFox communication system and 
satellite localization (GNSS) and WiFi network. Can be used as an autonomous locator or as a back-up of the primary 
security system (anti-theft electronic or GPS_GM satellite alarm), adapted to wide fields of application. 

With appropriate installation measures it canbe effectively used on vehicles for the transport of people and goods, 
construction machinery, caterpillar, cars, vans, people,company assets and construction equipment. 

The device allows, on the SigFox network, the periodic sending of messages related to its status and positioning via radio 
network (SigFox), satellite system (GNSS) and WiFi local network. 

It is possible to view the position of the vehicle/asset on the web and call the Operations Center for emergency. 

The recovery on theft is managed directly by the Operations Center.

KT500S
SELF-POWERED TRACKING DEVICE

• Maximum security for the recovery 
   of stolen or lost vehicles and assets
• Not jammable
• 3 localization systems (Sigfox, WI-FI, GPS)

• Easy to install
• Can be used independently or as a backup 
   for other anti-theft devices
• Long-lasting autonomy

MADE IN ITALY

Motor Bike Car Commercial 
vehicles

(Up to 3.5 T)

Trucks and 
Tractors

(Above 3.5T)

Trailers
Semi-trailers

High value 
transportation

Transport
Public/
private

Waste collection 
vehicles

Operating 
machines

Container Logistics Asset



Dimensions

Weight

Self-powered with integrated Li-Ion battery type 2x ER14505M

Basic consumption (Standby)

Degree of protection IP

Average battery life (depending on configuration and mode of use)

Technical Features
144 x 36 x 20

110 gr.

3,6 V - 4,4 Ah

< 10 µA

67

3/4 anni

General System Architecture
The system includes the following sections:

Module
of Communication
SigFox integrated

Form
of Location 
Satellite (GNSS)

Module 
of Network Detection
SigFox and WiFi

Accelerometer 
3-axis

Battery 
internal Li-Ion
primary

KT500S
SELF-POWERED TRACKING DEVICE
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Description
- Category 3 GNSS receiver (multichannel receiver with fast satellite repurchase) according 
  to ETSI 300 440-1-Par.4.1.1

Frequency band(s) of operation: GPS/GLONASS Receiver 
Operating frequency (GPS):  1575.42 MHz (GPS)
Operating frequency (GLONASS): 1592.0   MHz (GLONASS)
Type of antenna:   Internal Patch antenna (ceramic)

- Sigfox cell base
- WiFi 

- SigFox Transceiver 

Frequency band(s) of operation: ISM 868 Europe  
Operating frequency:  868.130  MHz - Uplink TX
    869.525 MHz - Downlink RX
RF output power:   +14dBm
Typer of antenna:    Internal antenna (ceramic)
Equipment class:   The SigFox transreceiver is SIGFOX VERIFIED 
    and the ETSI are completed

- Wireless short-range radio communication (2.4 Ghz native and integrated)

Frequency band(s) of operation: Single band 2.4 GHz  
    IEEE 802.11 b/g/n 1X1 WiFi transreceiver    
Operating frequency:  2412 > 2484 MHz (channels 1 > 14)
RF output power:   802.11 b/g >  +20dBm
    802.11 n    >   +16dBm
Typer of antenna:    Embedded SMD ceramic chip antenna 
Equipment class:   FCC fully qualified FCC  
    ID: 2ABPY-5B9198 / CE qualified 

TRACKING SYSTEM

COMMUNICATION 
SYSTEM
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How To Order
KT500S: KT500S
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