
AK TEMP IO 01
SONDA DI TEMPERATURA PER
CONNESSIONE DIRETTA

Sonda di temperatura di rapporto prestazioni-prezzo elevato collegabile direttamente ad un

ingresso compatibile di unità periferiche che lo supportino, con massima semplificazione

dell’installazione e minimizzazione del costo complessivo delle soluzioni.

MADE IN ITALY

Camion e
Trattori

(Sopra le 3,5 T)

Rimorchi
Semirimorchi

Veicoli
commerciali
(Fino 3,5 T)



Come Ordinare
AKTEMPI/O01

• Semplicità d’installazione direttamente su ingressi analogici

• Assenza di moduli interfaccia di controllo intermedi

• Rilevamento della soglia di temperatura con generazione automatica delle azioni configurate.

• Dato rilevato non lineare con necessità di transcodifica a livello di applicativo ricevente

• Nessuna necessità di transcodifica del dato se ricevuto su piattaforma web KT FLEET

• Possibilità di utilizzo fino ad un massimo di 8 sonde per sistema (periferiche + accessori adeguati)

AK TEMP IO 01
SONDA DI TEMPERATURA PER
CONNESSIONE DIRETTA

Alimentazione

Tipo di elemento

Involucro

Range di temperatura operativo

Range di misura

Sensibilità

Grado di protezione IP

Lunghezza cavo

Tipo cavo

Riempitivo

4,6 Ø x 110 mm

+ - 2 °C

-25/+55 °C

IP 68

3 mt

Silicone

Epoxi

NTC10

Inox AISI 316

-50/+180 °C

Corso Sempione, 212  |  21052 Busto Arsizio (VA), Italia  |  www.kft.it  |  +39 0331 1390497  |  kft@kft.itSede legale: | Via XXV Aprile, 9 | 20875 Burago di Molgora (MB), Italia
Sede Operativa: | Via Vallassina, 18/A1 | 22040 Monguzzo (CO), Italia

www.kft.it | +39 0331 1390497 | kft@kft.it



Temperature probe with a high performance-price ratio that can be connected directly to a compatible

input of peripheral units that support it, with maximum simplification of installation and minimization

of the overall cost of the solutions.

AK TEMP IO 01
TEMPERATURE SENSOR FOR DIRECT 
CONNECTION

• Affordable probe with maximum precision and reliability
• Easy to install

Trucks and
Tractors

(Above 3.5T)

Trailers
Semi-trailers

High value
transportation

Transport
Public/
private

Waste
collection
vehicles

Commercial
vehicles

(Up to 3.5T)



Dimensions

Sensor type

Case

Operating temperature range

Measurement range

Precision

Environmental protection

Wire length

Type of cable

Filler

Main Functions

How to Order

• Maximum installation simplicity thanks to direct connection to te hosted unit

• No intermediate signal conditioning device

• Temperature threshold detection with automatic notification via configured actions

• Not linear characteristics with transcoding need at receiving end

• No transcoding needed if WEB based KT FLEET application is used

• Possibility to use up to a maximum of 8 sensors per system (units è+ suitable accessories)

AKTEMPI/O01

4,6 Ø x 110 mm

+ - 2 °C

-25/+55 °C

IP 68

3 mt

Silicone

Epoxi

NTC10

Inox AISI 316

-50/+180 °C
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