
KT TLC TX 24
TRASMETTITORE RADIO BIDIREZIONALE 
2,4GHZ A 3 TASTI

MADE IN ITALY

Dispositivo basato su piattaforma intelligente in grado di garantire, insieme a prestazioni al top di gamma, una multifunzionalità 

configurabile che ne consente l’uso in qualunque applicazione di riconoscimento sia come transponder che come telecomando. 

L’accelerometro a tre assi integrato permette tra l’altro di massimizzare, grazie alle prestazioni firmware, l’autonomia. 

L’ingegnerizzazione, concepita come elemento HiTech automotive user friendly, con marketing verso l’utilizzatore 

personalizzabile, è certamente un plus ulteriore per applicazioni su canali B2B più professionali e orientati alla qualità.

• Doppia funzione transponder/telecomando

• Design di alta qualità
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Come Ordinare
KTTLCTX24S10 - SET 10 RICETRASMETTITORI

 

Alimentazione (Batteria)

Dimensioni

Range temperatura operativa

Grado di protezione IP

Frequenza di trasmissione

Autonomia della batteria

Materiale del contenitore

Caratteristiche Tecniche

Funzioni Principali
• Conforme a RED (marchio “CE”) e ECE R116 (marchio “E”)

• Collegamento radio bidirezionale 2,4 GHz

• Tecnologia a bassa potenza e progetto orientato alla minimizzazione dei disturbi per garantire minima 

   suscettività EMC intra e inter system e minima emissione, in un’ottica di ottimizzazione dei consumi

• Crittografia dei dati proprietaria con rolling code e codice TimeLock per impedire l’utilizzo di sequenze 

   memorizzate (funzione anti-grabbing) per applicazioni di massima sicurezza

• Funzioni anticollisione avanzate per massima disponibilità, sicurezza e prestazione funzionale

• Sensore di temperatura per la gestione della batteria onde assicurarne la massima vita possibile

• Ottimizzazione dell’autonomia grazie anche al sensore accelerometrico a 3 assi integrato con funzioni di 

   controllo della posizione del dispositivo e di adeguamento adattativo per massimizzare prestazioni (periodo 

   minimo di 3 sec in funzionamento da transponder) e/o minimizzare i consumi

• Estesa multifunzionalità con controllo da pulsanti che, oltre ad accensione e spegnimento, consente 

   l’attivazione/gestione delle seguenti funzioni:

   - trasmissione extra con massima potenza

   - sincronizzazione con dispositivo master

   - gestioni funzioni di auto apprendimento

   - attivazione funzioni test/diagnostica

   - invio di comandi per attivazioni preconfigurate sulla periferica master (es. funzioni da telecomando)

• Segnalazione di stato attraverso un LED multicolore, tra cui:

   - stato di funzionamento normale

   - gestione dello stato di auto-apprendimento

   - accensione e spegnimento

   - test di stato/diagnostica

• Struttura meccanica progettata per consentire Possibilità di personalizzazioni opzionali di marketing e logo

3 V

CR2430

62,5x32,5x6 mm

-10/+40 °C

40

2401/2480 Mhz

12 mesi

ABS e Zync-Chrome
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KT TLC TX 24
3 BUTTONS HIGH TECH KEY HOLDER 
LIKE 2.4GHZ

Device based on an intelligent and high performing platform, able to ensure, together with top performance levels, a 
configurable multifunctionality which allows it to be used effectively both as a transponder and as a remote controller 
in any application requiring recognition functions. 

The embedded 3 axis accelerometer combined with its outstanding firmware performances allows to maximize the 
battery autonomy. 

Last but not least, its HiTech automotive user friendly engineering, allowing among others a personalized marketing 
towards the final user, is a further benefit in particular for applications oriented to professional B2B channel, typically 
extremely quality sensitive.

MADE IN ITALY

• Double transponder / remote control function

• High quality design
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Power supply (Battery)

Dimensions

Operating temperature range

Environmental protection grade

Radio

Battery life

Enclosure material

Technical Characteristics

Main Functions
• Compliant with RED (“CE” mark) and ECE R116 (“E”mark)
• 2,4 GHz bidirectional radio link
• Low power mode technology and technical design oriented to minimize interferences to ensure minimum 
   intra and intersystem EMC susceptibility and emission, in a general view of consumption minimization
• Proprietary data encryption with rolling code and TimeLock code to avoid usage of recorded sequences 
   (anti-grabbing function) for top security level applications
• Enhanced anti-collision functions to provide maximum availability, security and performances
• Temperature sensor for power/battery management in order to preserve it and make sure that its life is 
   going to be as longest as possible
• Maximization of internal battery autonomy thanks also to the internal embedded 3-axis accelerometer 
   sensor, allowing a real time detection of the device position in the space with consequent adaptive 
   adjustments to maximize performances (3 sec. minimum transmission burst period) and/or minimize 
   consumptions.
• Outstandingly wide multi-functionality controlled via the interactive button, which, in addition to on/off 
   functions management, allows to select/manage the following functions:
   - extra transmission with maximum power
   - syncronization with external hosting device
   - in field self-learning procedures
   - on/off
   - test/diagnostic procedure
• Commands sending to activate pre-configured actions on the master units (such as remote controller 
   functions)
• Status signaling via multicolor LED including:
   - normal funcioning status
   - self learning status and management
   - on and off status
   - test status
   - diagnostic management
• Mechanical enclosure structure designed to allow the possibility of optional marketing and logo 
   customizations

KT TLC TX 24
3 BUTTONS HIGH TECH KEY HOLDER 
LIKE 2.4GHZ

3 V

CR2430

62,5x32,5x6 mm

-10/+40 °C

IP 40

2401/2480 Mhz

12 months

ABS e Zync-Chrome
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